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West Mifflin, PA 15122-3464 Technical Data
Tel: (412) 466-8611 Property Test Method Direction Unit Polyglas G3
Fax: (412) 466-8640 Mechanical Coupon
sales@libertypultrusions.com Ultimate Tensile Strength ASTM D-638 Longitudinal PSI 25,000
www.libertypultrusions.com ASTM D-638 Transverse PSI 10,000
Tensile Modulus ASTM D-638 Longitudinal  PSI 1.3x10°
ASTMD-638  Transverse  PSI 1.1x10°
Ultimate Compressive Strength ASTM D-695 Longitudinal ~ PSI 30,000
ASTM D-695 Transverse PSI 15,000
Ultimate Flexural Strength ASTM D-790 Longitudinal ~ PSI 30,000
at 130°C ASTM D-790 Longitudinal ~ PSI 16,000
ASTM D-790 Transverse PSI 25,000
at 130°C ASTM D-790 Transverse PSI 12,000
Flexural Modulus ASTM D-790 Longitudinal ~ PSI 1.2x10°
at 130°C ASTM D-790 Longitudinal ~ PSI 0.7 x 10°
ASTMD-790  Transverse  PSI 1.2 x 10°
at 130°C ASTM D-790 Transverse PSI 0.7 x 10°
Impact Strength Izod ASTM D-256 Longitudinal Ft-lb/in 10
ASTM D-256 Transverse Ft-Ib/in 10
Electrical
Electric Strength Time ASTM D-149 Perpendicular Volts/mil 200
(In Oil) ASTM D-149 Parallel KV/in 35
Arc Resistance ASTM D-495 Seconds 180
Track Resistance (Inclined Plane) ASTM D-2303 Minutes 400
Comparative Tracking Index ASTM D-3638 Volts 600
Other
UL Flammability Class UL 94 V-0
Water Absorption 24 Hours ASTM D-570 Longitudinal % 0.5
Density ASTM D-792 Longitudinal  Ibs/in® 0.0656
Color (Standard) Red
Color (Other UL Listed) White & Black
Material Grade Guideline
Polyglas G3 - UL Listed File Number E55403. Electrical grade, flame retardant, and track resistant. Stocked in 10ft
+1/2in -0in lengths with special lengths quoted on request. Standard color red; white and black also UL Listed.
The above data is based on results achieved in the test methods indicated and is provided for informational purposes only.
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